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"I LEABE DEBIGNATION AND BERILL No.

APPLICATION FOR PERMIT TO DRILL, DEEPEN, OR PLUG BACK

6. IF INDIAN, ALLOTTEER OR TRIBE NAME

la. TTYPE OF WORK r_;/a d -
. OR
DR”.L @ DEEPEN D PLUG BACK D UNIT AQGRXCMENT NuM3B
b. TYPE OF WELL n/a
?r’:z,x. :'A:!LL ormEn :(’)P:&“ ;‘OUN“:"’“ 8. TAEM OR LLi8K NAMB
Monument Federal

2. NAME OF OPIRATOR

Equitable Resources Energy Company

§. WELL NO.

. ADDRESS OF OPERATOR

1601 Lewis Avenue; Billings, MT 59102 (406) 259-7860

#33-10-9-16
10. FIELD AND POOL, OR WILDCAT

Monument Butte/Green River

. LOCATION OF WELL (Report location clearly and in accordance with any State requirements.®)

At suriace
NW SE Section 10, T9S, R16E 1980"' FSL, 1980' FEL

11. 8eC., T., R, M., OR BLK.
AND BURYEY OR ARIA

At proposed prod. zone
Sec. 10, T9S, R16E
14. DISTANCE IN MILES AND DIRECTION FROM NEARXAT TOWN OR POST OFFICK® 12, COUNTY OR PARISH| 13. 8TaTE
. : Duchesne
From Myton, Utah approximately |0 sules Sw UTAH
17. NO. OF ACBES ASSIGNED

16. NO. OF ACRES IN LEASE

13. DIBTANCE FEROM PROPUBELD®
LOCATION TO NEAREST TO THIS WELLL
PHEOPERTY OB LEASE LINK, FT.
(Also to Dearest drig. unit line, if any)

18. DIBTANCL FROM TIROTIOSED LOCATION® 19. PROPOSED DEPTH 20. ROTARY OR CABLE TOOLS
TO NEABRLST WEILL, DRILLING, COMPLETED, '
OR APPLIED FOR, ON THI1S LEZASE, FT. 5,800 ROtaY‘y

21, z1ZVvATIONS (Show whether DF, BT, GR, ecte) 22. APPROX. DATI WORK WILL BT4iET*

GL 5646.4°
)
23 PROPOSED CASING AND CEMENTING PROGRAM

81Zk OF HOLEL BIZE OF CABING WELIGRT I'LR FOOT BETTING DEPTH

QUANTITY OF CEMENT

See Drilling Program/Casling Design

Operator plans to drill this well in accordance with the attached EXHIBITS.

Tisting of EXHIBITS is also attached.

SELF CERTIFICATION:

A

I hereby certify that I am authorized, by proper lease interest owner, to conduct these

operations associated with the application. Bond coverage pursuant to 43 CFR 3104 for lease activities is
being provided by Equitable Resources Energy Company as principal and Safeco Insurance Company of America as

surety under BLM Bond No. MT 0576 (Nationwide 0il1 & Gas Bond #§M7188)whovn]1
with all of the terms and conditions of that portion of—;heAlease,aSSOCLEUai
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ORIGINAL: Bureau of Land Management (Vernal, UT) f
COPY: Utah Division of 0il, Gas and Mining |
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Title 1B U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of the
United States any false, fxcuuous or fravdulent statements or representations as to any matter within its jurisdiction.



NO02'W (G.L.O.)

T9S, RI6E, S.L.B.&M.

S89'54'W — 79.90 (G.L.0.)

C
Zz
WELL LOCATION: 5
MONUMENT FEDERAL #33—-10-9-16 z
ELEV. UNGRADED GROUND = 5645 4’
571'3L'Zﬂ/
T " | 1980.0

1980.0'
(Computed)

NOO1'W (G.L.0.) Basis of Bearings

S89'59'W — 79.88 (G.L.0.)

G = SECTION CORNERS LOCATED

BASIS OF ELEV; U.S.G.S. 7—1/2 min QUAD (MYTON SE)

<>

FQUITABLE RESOURCES ENERGY (€O,

2639.65° (Measured)

WELL LOCATION, MONUMENT FEDERAL
#33-10—9—-16, LOCATED AS SHOWN IN
THE NW 1/4 SE 1/4 OF SECTION 10,
T9S, R16E, S.L.B.&M. DUCHESNE
COUNTY, UTAH.

TRI STATE LMING & CONSULTING

38 WEST 100 NORTH — VERNAL, UTAH 84078
(801) 781-2501

SCALE: 1" = 1000’ SURVEYED BY: G.S. D.S.

DATE: 9-8-96 WEATHER:  WARM

NOTES: FILE #




CONFIDENTIAL

AS OPERATOR, WE HEREBY REQUEST THAT THE STATUS OF
THIS WELL BE HELD TIGHT FOR THE MAXIMUM PERIOD
ALLOWED BY FEDERAL AND STATE REGULATIONS.

Equitable Resources Energy Company
Western Region
1601 Lewis Avenue
Billings, MT 59102
(406) 259-7860
FAX: (406) 245-1361



EXHIBITS

A PROPOSED DRILLING PROGRAM

B PROPOSED SURFACE USE PROGRAM

c GEOLOGIC PROGNOSIS

D DRILLING PROGRAM/CASING DESIGN/WELLBORE DIAGRAM
E HAZMAT DECLARATION

3 EXISTING & PLANNED ACCESS ROADS (MAPS A & B)
G WELLSITE LAYOUT

H BOPE SCHEMATIC

I EXISTING ROADS (MAP C)

J PROPOSED PRODUCTION FACILITY DIAGRAM

K SURVEY PLAT

L LAYOUT/CUT & FILL DIAGRAM

M GAS GATHERING PIPELINE ROW APPLICATION

9/25/96
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Proposed Drilling Program
Page 1

PROPOSED DRILLING PROGRAM

EQUITABLE RESOURCES ENERGY COMPANY
Western Region
Monument Federal #33-10-9-16
NW SE Section 10, T9S, R16E
Duchesne County, Utah

In accordance with requirements outlined in 43 CFR 3162-3.1 (d):

1.

ESTIMATED IMPORTANT GEOQLOGICAL MARKERS:

See Geologic Prognosis (EXHIBIT "C")

ESTIMATED DEPTHS OF ANTICIPATED OIL, GAS OR WATER;
See Geologic Prognosis (EXHIBIT "C")

PERATOR'S MINIMUM SPECIFICATIONS FOR PRESSURE CONTROL:

EXHIBIT "H" is @ schematic of the BOP equipment and choke manifold. A
2M system will be used. The BOPE will be installed after setting 8-5/8"
casing at 260'. The blind rams and pipe rams will be tested to 1500 psi.
Pipe rams will be operationally checked each 24-hour period and blind
rams each time pipe is pulled out of the hole.

The BOPE will be tested to 1500 psi when initially installed, whenever
any seal subject to test pressure is broken, and following related
repairs. The pipe and blind rams will be activated at least weekly and
on every trip the pipe and blind rams will be activated.

An accumulator of sufficient capacity to open the hydraulically-
controlled choke valve lines (if so equipped), close all rams, and retain a
minimum of 200 psi above precharge on the closing manifold without
the use of the closing unit pumps will be installed during the drilling of
this well.

An upper kelly cock will be used during the drilling of this well.

Visual mud monitoring equipment will be used to detect volume
changes indicating loss or gain in circulating fluid volume.

Sufficient quantities of mud materials will be maintained or readily
accessible for the purpose of assuring well control.
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Proposed Drilling Program
Page 2

PROPQSED ING AND CEMENTING PROGRAM;

d.

surface casing will be set in the Uinta formation to approximately 260’
and cemented to surface.

All potentially productive hydrocarbon zones will be isolated.

Casing designs are based on factors of burst: 1.00, collapse: 1.125, and
joint strength: 1.8.

All casing strings will be pressure tested to 0.22 psi/ft. of casing string
length or 1500 psi whichever is greater (not to exceed 70% of vield).

For details of casing, cement program, drilling fluid program, and
proposed mud program, see the following attachment:

Drilling Program/Casing Design (EXHIBIT "D")

HAZARD PRESSURES, TEMPERATURES, FLUIDS/GASSES EXPECTED:

a.

Expected bottom hole temperature is 125 degrees F. Expected bottom
hole pressure is 1500 psi.

No abnormal pressures or temperatures have been noted or reported
in wells drilled to the Green River formation in this area.

No dangerous levels of hydrogen sulfide, hazardous fluids, or gasses
have been found, reported, or known to exist at the depth to be
drilled in this well, in this area.

ANTICIPATED STARTING DATE AND DURATION OF OPERATIONS:

a.

The drilling operations for this well will begin as soon after APD
approval as possible.

These drilling operations should be completed within 12 days after
spudding the well depending on weather and hole conditions.

If the well is productive, a sundry notice and plat showing exact
installed facilities will be submitted.
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Proposed Drilling Program
Page 3

d. If this well is non-productive, a sundry notice will be filed with the BLM
District Office within 30 days following completion of the well for
abandonment.

7. OTHER

a. Operator requests a variance to regulations requiring a straight run
blooie line.

b. Operator requests a variance to regulations requiring an automatic
ignitor or continuous pilot light on the blooie line.

Cc.  When running 5-1/2" production casing we will install 5-1/2" pipe rams

and are hereby requesting a variance on testing. We request not to
test.
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Multi-Point Surface Use and Operations Plan

EQUITABLE RESOURCES ENERGY COMPANY
MONUMENT FEDERAL #33-10-9-16
NW SE SECTION 10, T9S, R16E
DUCHESNE COUNTY, UTAH

1. Existing Roads: Refer to Maps "A" & "B" (shown in RED)

A.

The proposed well site is staked and four reference
stakes are present. 150’ & 200’ North and 200’ & 250'
East.

The Monument Federal #33-10-9-16 is located 13 miles
Southwest of Myton Utah in the NWl/4 SEl1/4 Section 10,
T9S, R16E, SLB&M, Duchesne County, Utah. To reach the 33-
10-9-16, proceed West from Myton, Utah along U.S. Highway
40 for 1.6 miles to the junction of this highway and Sand
Wash road; Proceed South along the Sand Wash road
approximately 10.1 miles to a road intersection, turn
right and continue 4.6 miles to the proposed access road
sign. Follow flags 300 feet to proposed location 43-10-9-
16. Continue following flags 0.3 miles to location.

Access roads - refer to Maps "A" and "B".

Access roads within a one-mile radius - refer to map "B".
The existing roads will be maintained in the same or
better condition as existed prior to the commencement of

operations and said maintenance will continue until final
abandonment and reclamation of the well location.

2. Planned Access Roads: Refer to Map "B"

Approximately 300 feet of new road construction will be
required for access to the proposed well location.

A.

Width - maximum 30-foot overall right-of-way with an 18-
foot road running surface, crowned & ditched and/or sloped
and dipped.

Page (1)



B.

Construction standard - the access road will be
constructed so as to conform to the standards outlined in
the Bureau of Land Management and Forest Service
publication: Surface Operating Standards for 0il and Gas
Exploration and Development. (1989)

The road will be constructed to meet the standards of the
anticipated traffic flow and all-weather requirements.
Construction will include ditching, draining, crowning,
and capping or sloping and dipping the roadbed as
necessary to provide a well constructed and safe road.
Prior to construction/upgrading, the roadway shall be
cleared of any snow cover and allowed to dry completely.
Traveling off of the thirty (30) foot right-of-way will
not be allowed.

Road drainage crossings shall be of the typical dry creek
drainage crossing type. Crossing shall be designed so
they will not cause siltation or the accumulation of
debris in the drainage crossing nor shall the drainages be
blocked by the roadbed. Erosion of drainage ditches by
runoff water shall be prevented by diverting water off at
frequent intervals by means of cutouts.

Upgrading shall not be allowed during muddy conditions.

Should mud holes develop, they shall be filled in and
detours around them avoided.

Maximum grade - Less than 8%

Turnouts - no turnouts will be required on this access
road.

Drainage design - the access road will be crowned and
ditched or sloped and dipped, and water turnouts installed
as necessary to provide for proper drainage along the
access road route.

Culverts, cuts and fills - none.

Surface materials - all construction materials will be
native material taken from onsite.

Gates, cattlegquards or fence cuts — none required.

Road maintenance - during both the drilling and
production phase of operations, the road surface and
shoulders will be kept in a safe and useable condition and
will be maintained in accordance with the original
construction standards. All drainage ditches and culverts

Page (2)



3.

will be kept clear and free-flowing, and will also be
maintained in accordance with the original construction
standards. The access road right-of-way will be kept free
of trash during operations.

J.

K.

The proposed access road has been centerline flagged.

If a right-of-way is required please consider this APD
the application for said right-of-way.

Location of Existing Wells Within a One-Mile Radius:

Please Refer to Map "C*"

HIOOQO"EHOoOODWw

Water wells - none known.

Abandoned wells - see Map "C"
Temporarily abandoned wells — none known.
Disposal wells - none known.

Drilling wells — none known.

Producing wells — see Map "C".

Shut-in wells - none known.

Injection wells - none known.

Monitoring wells — none known.

Location of Existing and/or Proposed Facilities Owned by
Equitable Resources Energy Company Within a One-Mile Radius:

=W N

A,
B.

1.

Existing
Tank batteries — see Map "C".
Production facilities - see Map "C".
0il gathering lines — none.
Gas gathering lines - see Map "C".

New Facilities Contemplated

All production facilities will be located on the
disturbed portion of the well pad and at a minimum of
twenty-five (25) feet from the toe of the backslope or
toe of the fill slope.

The production facilities will consist primarily of a
pumping unit, Two tanks and an emergency pit. A diagram
showing the proposed production facility layout is
included in this APD.

Production facilities will be accommodated on the
existing well pad. Construction materials required for
installation of the production facilities will be
obtained from the site; any additional materials
required will be purchased from a local supplier having
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a permitted (private) source of materials within the
area.

A dike will be constructed completely around those
production facilities which contain fluids (i.e.
production tanks, produced water tanks and/or heater
treater). These dikes will be constructed of compacted
subsoil, be impervious, hold 100% of the capacity of
the largest tank, and be independent of the back cut.

4. All permanent (onsite for six months or longer) above
the ground structures constructed or installed
including pumping units) will be painted Desert Brown.
All production facilities will be painted within six
(6) months of installation. Facilities required to
comply with Occupational Health and Safety Act ‘Rule€s”
and Regulations will be excluded from this painting
requirement.

The production (emergency) pit will be 12'x12’ and will
be fenced. Said fence will be maintained in good
condition.

During drilling and subsequent operations, all equipment
and vehicles will be confined to the access road right-of-
way and any additional areas as specified in the approved
Application for Permit to Drill.

Reclamation of disturbed areas no longer needed for
operation will accomplished by grading, leveling and
seeding as recommended by the Bureau of Land Management.

For Pipeline:

Any proposed pipelines will be submitted to the
authorized officer Via Sundry Notice for approval of
subsequent operations.

Equitable Resources Energy Company shall be responsible
for road maintenance from the beginning to completion of
operations.

5. Location and Type of Water Supply

A.

Water to be used for the drilling of these wells will be
hauled by truck over the roads described in item #1 and
item #2, from a well owned by Owen Dale Anderson of Vernal
Utah or from a spring owned by Joe Shields of Myton Utah.
Source will be determined by sundry notice closer to the

Page (4)



B.

beginning of drilling operations.

No water well will be drilled on this location.

6. Source of Construction Materials

A.

C.

D.

No construction materials are needed for drilling
operations. 1In the event of production, the small amount
of gravel needed for facilities will be hauled in by truck
from a local gravel pit over existing access roads to the
area. No special access other than for drilling operations
and pipeline construction is needed.

All access roads crossing Federal land are described
under item #2, and shown on Map #A.

All construction materidl for these locatidén sites and”
access roads shall be borrowed material accumulated during
the construction of the location sites and access roads.
No additional construction material from other sources is
anticipated at this time, if in the future it is required
the appropriate actions will be taken to acquire it from
private sources.

All surface disturbance area is on B.L.M. lands.

There are no trees on this location.

7. Methods of Handling Waste Materials:

A.

Cuttings - the cuttings will be deposited in the reserve
pit.

Drilling fluids - including salts and chemicals will be
contained in the reserve pit. Upon termination of
drilling and completion operations, the liquid contents of
the reserve pit will be removed and disposed of at an
approved waste disposal facility within one hundred twenty
(120) days after termination of drilling and completion
activities.

In the event adverse weather conditions prevent removal of
the fluids from the reserve pit within this time period,
an extension may be granted by the Authorized Officer upon
receipt of a written request from Equitable Resources
Energy Company.

The reserve pit will be constructed so as not to leak,

break, or allow discharge. The reserve pit will be lined
with a 12 mil plastic reinforced liner.
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8.

c.

Produced fluids - liquid hydrocarbons produced during
completion operations will be placed in test tanks on the
location. Produced waste water will be confined to a
lined pit (reserve pit) or storage tank for a period not
to exceed ninety (90) days after initial production.
During the ninety (90) day period, in accordance with
Onshore Order #7, an application for approval of a
permanent disposal method and location, along with the
required water analysis, shall be submitted for the
Authorized Officer’s approval. Failure to file an
application within the time frame allowed will be
considered an incidence of noncompliance.

Any spills of oil, gas, salt water or other noxious fluids
will be immediately cleaned up and removed to an approved
disposal site.

Sewage — self-contained, chemical toilets will be
provided for human waste disposal. Upon completion of
operations, or as needed, the toilet holding tanks will be
pumped and the contents thereof disposed of in the
nearest, approved, sewage disposal facility.

Garbage and other waste material - garbage, trash and
other waste materials will be collected in a portable,
self-contained and fully-enclosed trash cage during
drilling and completion operations. Upon completion of
operations (or as needed) the accumulated trash will be
disposed of at an authorized sanitary landfill. ©No trash
will be burned on location or placed in the reserve pit.

Immediately after removal of the drilling rig, all debris
and other waste materials not contained in the trash cage
will be cleaned up and removed from the well location. No
adverse materials will be left on the location. Any open
pits will be fenced during the drilling operation and the
fencing will be maintained until such time as the pits are
backfilled.

The reserve and/or production pit will be constructed on
the existing location and will not be located in natural
drainages where a flood hazard exists or surface runoff
will destroy or damage the pit walls. All pits will be
constructed so as not to leak, break, or allow the
discharge of liquids therefrom.

Ancillary Facilities:

None anticipated.

Page (6)



9.

Wellsite Layout:

A.

Plat #1 shows the drill site layout as staked. Cross
sections have been drafted to visualize the planned cuts
and fills across the location. An average minimum of six
(6) inches of topsoil will be stripped from the location
(including areas of cut, fill, and/or subsoil storage) and
stockpiled for future reclamation of the well site. Refer
to Figure #1 for the location of the topsoil and subsoil
stockpiles. The reserve pit will be on the Southwest side
of location. Access will be from the Southwest between
corner #5 and corner #6. Corner #8 will be rounded to
avoid excess fill.

Plat #2 is a diagram showing the rig layout. No permanent
living facilities are planned. There may be as many as
three (3) trailers on location during drilling operation.

A completion rig will be moved onto location for
completion operations after drilling operations have been
completed and the drilling rig has been moved off
location.

A diagram showing the proposed production facility layout
is included in this APD.

The reserve pit will be constructed so as to be capable
of holding 12,000 bbls. of fluid.

The reserve pit will be lined with a 12 mil plastic liner,
it will be torn and perforated after the pit dries and
before backfilling of the reserve pit.

Prior to the commencement of drilling operations, the
reserve pit will be fenced on three (3) sides using 39-
inch net wire with one strand of barbed wire on top of the
net wire. The net wire will be no more than two inches
above the ground. the barbed wire will be three inches
above the net wire. total height of the fence will be at
least 42-inches.

1. Corner posts shall be cemented and/or braced in such a
manner to keep the fence tight at all times.

2. Standard steel, wood, or pipe posts shall be used
between the corner braces. The maximum distance
between any two (2) posts shall be no greater than
sixteen (16) feet.

3. All wire shall be stretched, by using a stretching
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device, before it is attached to the corner posts.

The fourth side of the reserve pit will be fenced
immediately upon removal of the drilling rig and the
fencing will be maintained until the pit is backfilled.

Any hydrocarbons on the pit will be removed from the pit

as soon as possible after completion operations are
completed.

10. Plans for Reclamation of the Surface:

The B.L.M. will be contacted prior to commencement of any
reclamation operations.

A.

1.

Production

Immediately upon well completion, the well location
and surrounding area(s) will be cleared of all debris,
materials, trash and junk not required for production.

Immediately upon well completion, any hydrocarbons on
the pit shall be removed in accordance with 43 CFR
3162.7-1.

The plastic pit liner shall be torn and perforated
before backfilling of the reserve pit.

Before any dirt work to restore the location takes
place, the reserve pit will be completely dry and all
cans, barrels, pipe, etc. will be removed.

Other waste and spoil materials will be disposed of
immediately upon completion of drilling and workover
activities.

The reserve pit and that portion of the location and
access road not needed for production
facilities/operations will be reclaimed within one
hundred twenty (120) days from the date of well
completion, weather permitting.

If the well is a producer, Equitable Resources Energy
Company will, upgrade and maintain access roads as
necessary to prevent soil erosion, and accommcdate year
round traffic. Reshape areas unnecessary to
operations, distribute topsoil, disk and seed all
disturbed areas outside the work area according to the
recommended seed mixture. Perennial vegetation must be
established. Additional work shall be required in case
of seeding failures, etc.
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B.

1.

If the well is abandoned/dry hole, Equitable Resources
Energy Company will, restore the access road and
location to approximately the original contours.
During reclamation of the site, push the fill material
into cuts and up over the backslope. Leave no
depressions that will trap water or form ponds.
Distribute topsoil evenly over the location, and seed
according to the above seed mixture. The access road
and location shall be ripped or disked prior to
seeding. Perennial vegetation must be established.
Additional work shall be required in case of seeding
failures, etc.

Seedbed will be prepared by disking, following the
natural contours. Seed will be drilled on contours at
a depth no greater than one-half inch (1/2"). 1In areas
that cannot be drilled, seed will be broadcast at
double the seeding rate and harrowed into soil.
Certified seed will be used whenever available.

Fall seeding will be completed after September 15 and
prior to prolonged ground frost. Spring seeding, to be
effective, will be completed after the frost has left
the ground and prior to May 15th.

Upon completion of backfilling, leveling and
recontouring, the stockpiled topsoil will be evenly
spread over the reclaimed area(s). Prior to reseeding,
all disturbed surfaces will be scarified and left with
a rough surface. No depressions will be left that
would trap water and form ponds. All disturbed surfaces
will be reseeded with the seed mixture stipulated by
the B.L.M.

Seed will be drilled on the contour to a approximate
depth of one-half (1/2) inch. All seeding will be
conducted after September 15 and prior to ground frost.
Spring seeding will be done after the frost leaves the
ground and no later than May 15. If the seeding is
unsuccessful, Equitable Resources may be required to
make subsequent seedings.

Dry Hole/Abandoned Location

On lands administered by the Bureau of Land
Management, abandoned well sites, roads, or other
disturbed areas will be restored to near their original
condition. This procedure will include:

(c) ensuring revegetation of the disturbed areas to the
specifications of the Bureau of Land Management at
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the time of abandonment.

2. All disturbed surfaces will be recontoured to the
approximate natural contours and reseeded according to
BLM specifications. Reclamation of the well pad and
access road will be performed as soon as practical
after final abandonment and reseeding operations will
be performed in the fall or spring following completion
of reclamation operations.

11. Surface Ownership:

The well site and proposed access road are situated on
surface lands administered by

Bureau of Land Management
Vernal District Office
Vernal, Utah

12. Other Information:

A.

Topographic and geologic features of the area (reference
Topographic Map #A) are:

The proposed drill site is located in the Monument Butte
oil field, which lies in a large basin formed by the Uinta
Mountains to the North and the Bookcliff Mountains to the
South. The site is located approximately 15 miles
Northwest of the Green River,which is the major drainage
for this area, and approximately 13 miles Southwest of
Myton Utah.

This basin floor is interlaced with numerous canyons and
ridges formed by the non-perennial streams of the area.
The sides of these canyons are steep and ledges formed in
sandstone, conglomerate deposits and shale are common in
this area.

The geologic structures that are visible in the area are
of the Uinta formation (Eocene Epoch) tertiary period and
the cobblestone and younger alluvial deposits from the
Quaternary period.

The soils in the semi-arid area of the Williams Fork
Formation (Upper Cretaceous) and Wasatch Formation
(Eocene) consist of light brownish gray clay (OL) to sand
soil (SM-ML) type with poorly graded gravels.

Outcrops of sandstone ledges, conglomerate deposits and
shale are common in this area.
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C.

The topsoils in the area range from a sandy clay (SM-ML)
type soil to a clayey (OL) soil.

The majority of the numerous washes and draws in the area
are of a non-perennial nature flowing during the early
spring run-off and heavy rain storms of long duration
which are rare as the normal annual rainfall in the area
is only 8".

The flora of the area includes sagebrush, mountain
mahogany, serviceberry, rabbit brush, greasewood, four-
wing saltbush, Gambel scrub oak, willow, tamarack,
shadscale, Spanish bayonet, indian rice grass, cheatgrass,
wheatgrass, curly grass, crested wheatgrass, sweet clover,
gum weed, foxtail, mustard, Canadian thistle, Russian
thistle, Kochia, sunflowers and cacti.

The fauna of the area includes cattle, horses, elk, deer,
coyotes, rabbits, rodents, lizards, bull snakes, rattle
snakes, water snakes and horned toads. Birds of the area
are ground sparrows, bluejays, bluebirds, magpies, ravens,
rapters, morning doves, swallows, nighthawks,
hummingbirds, and chukar.

The surface ownership is Federal. The surface use is
grazing and petroleum production.

1. The closest live water is the Green River which is
approximately 15 miles Southwest of the proposed site.

2. There are no occupied dwellings in the immediate area

3. An archaeological report will be forwarded upon
completion.

4. ‘There are no reported restrictions or reservations
noted on the oil and gas lease.

5. A silt catchment dam will not be required for this
location.

Page (11)



13. Lessee’s or Operator’s Representative:

Equitable Resources Energy Company
1601 Lewis Avenue

P.0O. Box 21017

Billings, Montana 59104

(8:00 a.m. to 5:00 p.m.)
(406)259-7860

FAX: (406)245-1361

Dave McCoskery, Home (406)248-3864

Dale Griffin, Home (303)824-3323

14. certification:

I hereby certify that I, or persons under my direct supervision,
have inspected the proposed drillsite and access route; that I am
familiar with the conditions which presently exist; that any
statements made in this plan are, to the best of my knowledge,
true and correct; and that the work associated with the
operations proposed herein will be performed by Balcron 0il, a
division of Equitable Resources Energy Company, and its
contractors and subcontractors in conformity with this plan and
the terms and conditions under which it is approved. This
statement is subject to the provisions of 18 U.S.C. 1001 for the
filing of a false statement.

\Zﬂgi‘luﬁﬂb 27,446 yj@{%@g u/@t LAl i

Date Bobbie Schuman
Coordinator of Environmental
and Regulatory Affairs
Equitable Resources Energy Co.

Page (12)



ancaBeie resources enercBEoMPANY

¥ 5% WESTERN REGION
Well Prognosis

C

Well Name Monument Fed. #33-10-9-16

Location NW/SE Sec. 10-T95-R16E (1980 fsi, 1980 fel)

County/State Duchesne County, Utah

Field Mon. Butte Well Type Dev.

Control Well

Operator EREC
Well Name BMF 34-10]

Location SW/SE Sec. 10

GL (Ung) 56464 EST.KB 5657 Total Depth 5800 KB 5726
Formation Tops Prognosis Sample Top Control Well High/Low
Formation Depth Datum Depth Datum Datum Prog  Control Deviation
UINTA surface
GREEN RIVER 1588 4069 4129
HORSEBENCH S5 2192 3465 3525
2ND GARDEN GULCH 3875 1782 1842
Y-2 (PAY) 4180 1477 1537
YELLOW MARKER 4507 1150 1210
Y-6 (PAY) 4580 1077 1137
DOUGLAS CREEK 4665 992 1052
R-1 (PAY) 4692 965 1025
R-5 (PAY) 4856 801 861
2ND DOUGLAS CREEK 4901 756 816
G-IL (PAY) 5006 651 711
GREEN MARKER 5049 608 668
BLACK SHALE FACIES 5324 333 393
CARBONATE MARKER 5529 128 188
B-1(PAY) 5568 89 149
D 5800
Samples DST,s Wellsite Geologist
50" FROM 1500" TO 4100’ DST #1 NONE Name:
20 FROM 4100 TOTD DST #2 From: To:
5 THROUGH EXPECTED PAY DST #3 Address:
5 THROUGH DRILLING BREAKS DST #4
Phone # wk.
Logs Cores hm.
DLL FROM SURF CSNG TO TD Core #1 Fax #
LDT/CNL FROM 3800' TO TD Core #2
Core #3 Mud Logger
Core #4 Company:
From: 1500' To: TD
Type: 2-MAN
Comments: Logger:
Phone #
Fax #
Report To: 1st Name: DAVE BICKERSTAFF Phone # (406)259-7860 wk. (406)245-2261 hm.
2nd Name: KEVEN REINSCHMIDT Phone # (406)259-7860 wk. (406)248-7026 hm.
Prepared By: BICKERSTAFF 9/5/96 Phone # wk. hm.




0

e |
EQUITABLE RESOURCES
ENERGY COMPANY

WESTERN REGION

DRILLING PROGRAM

WELL NAME: Monument Federal #33-10-9-16 DATE:9-26-96
PROSPECT/FIELD: Monument Butte
LOCATION: NW/SE Section 18 Twn.9S Rge.l6E

COUNTY: Duchesne
STATE: Utah

TOTAL DEPTH: 5800’

HOLE SIZE INTERVAL

12 1/4n Surface to 260'

7 7/8" 260' to 5800

CASING INTERVAL CASING
STRING TYPE FROM TO SIZE WEIGHT GRADE
Surface Casing 0! 260" 8 5/8" 24 J55
Production Casing 0! 5800 5 1/2" 15.50 K55

CEMENT PROGRAM

Surface Casing

Production Casing

150 sacks class"G" with 2% CaCl and 1/4
lb/sack Flocele.

{(Cement will be circulated to surface.)

205 sacks 28:72 Poz. (28% P0OZ: 72% Class"C")
with 10% Gel, 6.0 lbs/sk KOL SEAL & Y% pps
Cello Flake. (Wt.=11.09 ppg,¥Yd =3.30 Cu.Ft/Sk
Comp. Stght @ 72 Hrs=575) Tailed with 400

sacks 50:50 POZ(50% POZ: 50% Class"G") with 2%
Gel, 0.3% FL-52, % pps Cello Flakes & 2.0 pps
KOL SEAL. (Wt.=14.30 ppg, Yd=1.25 Ft.Cu./Sk,
Comp Strght @ 75 Hrs=2700)

(Actual cement volumes to be calculated from
caliper log with cement top at 2000')

PRELIMINARY DRILLING FLUID PROGRAM

PLAS. YIELD
TYPE FROM TO WEIGHT VIS POINT
Air and Air Mist 0 260" N.A. N.A. N.A.
Air/Air Mist/KCl wtr 260 T.D. 8.7-8.9 N.A. N.A.

COMMENTS

1.) No cores or tests are planned for this well.



EQUITABLE RESOURCES ENERGY COMPANY

Operator: EREC | Well Name: MF 33-10-9-16
Project ID: | Location: Duchesne / Utah
Design Parameters: Design Factors:

Mud weight ( 8.70 ppg) :0.452 psi/ft Collapse : 1.125
Shut in surface pressure 1 2041 psi Burst 1 1.00
Internal gradient (burst) :0.100 psi/ft 8 Round :1.80 (1)
Annular gradient (burst) : 0.000 psi/ft Buttress :1.60 ()
Tensile load is determined using air weight Body Yield :1.50 (B)

Service rating is "Sweet"

Length Size Weight Grade Joint Depth Drift Cost
(feet) (in.) (lb/ft) (feet) (in.)
1 5,800 5-1/2" 15.50 K-55 ST&C 5,800 4.825
Collapse Burst Min Int Yield Tension
Load Strgth S.F. Load Strgth S.F. Load Strgth S.F
(psi) (psi) (psi) (psi) (kips) (kips)
1 2621 4040 1.541 2621 4810 1.84 89.90 222 2.47 J
Prepared by : McCoskery, Billings, Montana
Date : 09-26-1996
Remarks
Design is for a Production string.
Minimum segment length for the 5,800 foot well is 1,500 feet.
The mud gradient and bottom hole pressures (for burst) are 0.452 psi/ft and
2,621 psi, respectively.
NOTE: The design factors used in this casing string design are as shown above. As a general

guideline, Lone Star Steel recommends using minimum design factors of 1.125 - collapse (with

evacuated casing), 1.0 - (uniaxial) burst, 1.8 - API 8rd tension, 1.6 - buttress tensio
1.5 - body yield tension, and 1.6 - EUE 8rd tension. Collapse strength under axial

n,
tension

was calculated based on the Wesicott, Dunlop and Kemler curve. Engineering responsibility

for use of this design will be that of the purchaser.
Costs for this design are based on a 1987 pricing model. (Version 1.07)




EXHIBIT "E"

We anticipate that none of the hazardous chemicals in
quantities of 10,000 pounds or more will be associated
with these operations.

We anticipate that none of the extremely hazardous
substances in threshold quantities per 40 CFR 355 will
be associated with these operations.

3/28/95
/rs
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MONUMENT FEDERAL #33—10—9—16 7re State
SEC. 10, T9S RI6E S.L B &M Land Surveying. /ne.
TOPO "B~ \ (801) 781-2501

38 WEST 100 NORTH VERNAL, UTAH 84078

SCALE: 17 = 2000’
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TYPICAL RIG LAYOUT

MONUMENT FEDERAL #33—-10—-9-16

[EEREA

Q [ .
2 [ ]
A — —l
PARKING - —
COMPRESSOR [} ]
coupressor[ | ] — —
FUEL ] |
TANK | ]
| ~ —
~ a
TRASH CAGE I UQ) Q —
GENERATOR 1w PG
(LOCATION OPTIONAL)D ousE — é xS O]
1 | bj) ‘Q . —
b — 0 0
o UM:D HSE o E«:J o R
u | ]
= —— —
= -UMF’ HSE [ L
E BRINE WATER - ] ]
TRAILER | ] ]
DRILL | ]
PLAT || ]
) FORM | ]
700" waTeR TANK 50 TTTT1
DOG HOUSE 50’
20°
CATWALK
PIPE RACKS

125°

777 State

Land Surveying. /[nc.
\ (801) 7812501
38 WEST 100 NORTH, VERNAL, UTAH 84078




. EXHIBIT "H"
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UNION DRILLING RIG #17’_"
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MONUMENT FEDERAL #33—-10—-9-16

77r¢ State
SEC 10, T9S, RI16E S LB &M Land Surveying. Inc.
TOPO )’C)I

\ (801) 781-2501
38 WEST 100 NORTH VERNAL, UTAH 84078




P.‘OSED PRODUCTION FACILITY DIAGR

CANLDA )

v

VALVE DESCRIPTION DIKE
DURING | DURING e e
PROD. | SALES S
VALVE #1| CLOSED | OPEN '
VAIVE#2| OPEN | CLOSED w1/ 400
VALVE #3| CLOSED | OPEN 4 :
VALVE #4| OPEN | CLOSED &5 Bbl #5
VALVE #5| CLOSED | CLOSED 2 TANK.
VALVE #6| CLOSED | CLOSED
VALVE #7| CLOSED | OPEN . 100
";“; pas ﬁnc. « Jx—- _ Bbl .
~\, WATER
load line K
#7 #3 400
AN Bbl  Y#6
B\ TANK | |
9 g Old
= = Resc?rve
E 2 Pit
WELL HEAD &
| =
g DIAGRAM NOT TO SCALE
@]
&
% 2 | x |
5 | & AR EQUITABLE RESOURCES
' ENERGY COMPANY
BALCRON OiIL DIVISION

1601 Lewis Avenue
Billings, MT 591062
(406)%59-7860
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MONUMENT FEDERAL #33—10—9-~16

SEC 10, T9S, RIGE, S.LB&M. z 3
R
<5 WASTE o
< ol EN c 9 MA TERIAL
: .. ToPsoL .
F/4.9 [ stockPiE (3) F 75 {% c/42. .
X STA. 2+75 : __‘/‘¢\
v i .
STA. 2425 - SCALE: 17 = 50°
SIA LS o -
s
= N
Lo
@ Q
¢ LB H
HRw E
Joe of « - Top of
Fill Slope - Cut Slope
) —
F/5.0 50 -
STA. 1425 0/95
WELL HEAD: J
| uncrapED = 56464 - : :
FIN. GRADE = 5645.5 - REFERENCE POINTS
N 150" NORTHERLY = 5636.7' "
i S 200° NORTHERLY = 5634.0"
N A B s e, ’ - f
ROUND CORNER TO ———  Proposed Access 200, EASTERLY 5643'5,
_——AVOID EXCESS FILL — Road —— 250" EASTERLY = 5642.8
w STA. 0+00 \6“”’ APPROXIMATE YARDAGES

NG :
* opsor C/0.4 - ) C/31

- STOCKPILE ~

CUT = 2,850 Cu. Yds.
FILL = 2,350 Cu. Yds.
PIT = 1,770 Cu. Yds.
6" TOPSOIL = 910 Cu. Yds.

1" = 20

— -
— 7
Bt T T
1" = 50° STA. 2+75
o
2 T “IJJI‘IJI
Ny 5
" = 50 STA. 2+25
EXISTNG —
GRADE T
>~
/
g ——— /‘\“ﬂm e
' = WELL HOLE FINISHED GRADE
17 = 50 STA. 1+25
| e
g /
L}
Vo= 50 STA. 0+00
SURVEYED BY: G.5. D.S
ORAWN BY: UR.S. .
DATE: 9-8-96 ]7; ¢ Sz(a lle
i Land Surveying. fnc.
SCALE: 17 = SO (801) 781-2501

38 WEST 100 NORTH VERNAL, UTAH 84078 ;
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EXHIBIT M

-QF-W

Please consider this Application for Permit to Drill also as an application for the
pipeline (gas gathering system) Right-of-way for this prospective well. See Map
EXHIBIT “M” for the pipeline route. This will be a 2” surface line.

Please advise of the costs associated with this Right-of-Way and a check will be
forthcoming.

Route will follow existing roads where possible. Operator requests a 30” width for the
Right-of-Way with an additional 30" width for working surface as necessary.
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ENERGY COMPANY
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SCALE: 17 = 2000’




SUBMIT IN TRIPLICATE® Form approved.

g?muaﬁ% Other 1 Budget B No. 1
vember 1983 (Other inst ons on udge ureau No. 10
(foormer]y 9—331;:)) ‘GQHEM.“HL ’""’.’ Expires August 31, 19(2«145_0136
DEPARTMENT OF THE lNTER]OR E T&W' LEASE DBEIGNATION AND BERIAL NO.
BUREAU OF LAND MANAGEMENT EDHHB ﬂ 1 ILUTU-72107

APPLICATION FOR PERMIT TO DRILL, DEEPEN, OR PLUG BACK | * ™ ™oum dromstonzust xixe

la. TYPL OF WORK n/a F; _
DRILL 4 DEEPEN [J PLUG BACK [[] |7 ovm somerMzxT Naxa
b. TYPL OF WELL n/a
BINGLE MULTIPLE 8. FARM OR LEABL NAME

olL 7.3
WELL WELL OTHER ZONE ZONEK

2. NAMET OF OPERATOR

Monument Federal

Equitable Resources Energy Company 8. WELL No,
3. ADDREISES OF OPLRATOR #33"10‘9‘16
1601 Lewis Avenue; Billings, MT 59102 (406) 259-7860 10, TIELD 4ND POOL, OR WILDCAT
Monument Butte/Green River

4. Kocu'lpx or WrLL (Report location clearly and in accordance with any 8tate requirements.®)
t suriace

11. s®C.,, T., B, M., OR BLK,

NW SE Section 10, T9S, R16E 1980 FSL, 1980' FEL AND BURVEY OR ARIA
At proposed prod. zome
Sec. 10, T9S, Rle6E

12. COONTY OR PABIBH | 13. BTATE

Duchesne UTAH

14. DISTANCE IN MILES AND DIRECTION FEOM NKAREAT TOWN OR POBT OFFICK®

From Myton, Utah approximately 10 siles Sw
13, DISTANCE FEOM PROPUBLD® 18, NO. Or ACREKS IN LIABE 17. NO. OF ACRIB ABSIGNKD
TO THI8 WELL

LOCATION TO NEAREKST
PROPXRTY OR LEABE LINE, FT.
(Also to nearest drig. unit line, if any}

18. DISTANCL YROS I'ROTOSED LOCATION®
TO NEARLST WELL, DRILLING, COMPLETED, '
OX APPLIZD FOR, ON THIS LEASE, FT. 5,800 Rotary
21, zixvaTioNns (Sbow whether DF, BT, GR, etc.)

GL 5646.4'

o
3 PROPOSED CASING AND CEMENTING PROGRAM

19. rsOPOSED DEPTH 20. ROTARY OR CABLE TOOLS

22. APPROX. DATE WORK WILL BTAET*

8i1r Or HOLEL BI1ZE OF CABING WELIGHBT LR rooT BETTING DEPTH QUANTITY OF CEMENT

See Drilling Program/Casling Design

Operator plans to drill this well in accordance with the attached EXHIBITS. A
listing of EXHIBITS is also attached.

SFLF CERTIFICATION: I hereby certify that I am authorized, by proper lease interest owner, to conduct these
operations associated with the application. Bond coverage pursuant to 43 CFR 3104 for lease activities is
being provided by Equitable Resources Energy Campany as principal and Safeco Insurance Campany of Arerica as
surety under BLM Bond No. MT 0576 (Natiorwide 0i1 & Gas Bond #5547188) who will be responsible for campliance
with all of the terms and conditions of that portion of the lease associated with this application.
MECTIYEM™
ORIGINAL: Bureau of Land Management (Vernal, UT) ’}D? L(_,_m\b , il 3. ,”\“% E ﬂgi\_}
COPY: Utah Division of 0il, Gas and Mining | 7§L}
i '
IN ABOVE BPACE DISCRIBE PROPOSED PROGEAM : If propoeal is to deepen or plug b‘(‘E;. ve d{t&qa Qéu@}at‘,%gpc%'ioqb and proposed new productive
zope. 1f proposal is to drill or deepen directionally, give pertinent data on subburfact locations and measured afd truejvertical depths. Give blowout
preventer program, if any.
24,

>

dhpy

J

|
] R Z/ i
/PN Regu1am 4 A8 &
D/AILZ{"/% N S LM > rrres _Envi /ia rqon“ia(]‘gqq 8 r\"MNINGJJTl %)]eﬂﬁt 25, 1996
Bobbhie Schuman v
(This space for Federal or State office use)

BIGNE

PERNIT XO. ”'IL/~71 A )7 -3 J \72 OVAL-PATE /
77, 7 - \ ,

APPROVED B;\‘— 7 '/v/ Z’//J rn% l&%///(é%hfw paTe /;/76//?é

CONDITIONS OF APPROVAL. 17 ANA ¢ , .

*See Instructions On Reverse Side

Title 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of the
United States anv false. fictitious or fraudulent statements or representations as to any matter within its jurisdiction.



NO'02'W (G.L.O.)

T9S, R16E, S.L.B.&M.

S89'54'W — 79.90 (G.L.O.)

WELL LOCATION:

ELEV. UNGRADED GROUND = _5646.4°
I

MONUMENT FEDERAL #33—-10-9-16

10

1980.0
(Computed)

S89'59'W — 79.88 (G.L.0.)

SECTION CORNERS LOCATED

Qz

BASIS OF ELEV; U.S.G.S. 7—-1/2 min QUAD (MYTON SE)

<>

NO'01'W (G.L.O.)

NOOI'W (G.L.O.) Basis of Bearings

FQUITABLE RESOURCES ENERGY (O,

2639.65° (Measured)

WELL LOCATION, MONUMENT FEDERAL
#33—-10-9-16, LOCATED AS SHOWN IN
THE NW 1/4 SE 1/4 OF SECTION 10,
T9S, R16E, S.L.B.&M. DUCHESNE
COUNTY, UTAH.

J NYISION AND THAT
RTO THE BEST OF

in%: {io GENE Y

¢
o)
O
Q

TRI STATE LMING & CONSULTING

38 WEST 100 NORTH — VERNAL, UTAH 84078
(801) 781-2501

SCALE: 1" = 1000 SURVEYED BY: G.S. D.S.
DATE: 9-8-96 WEATHER: WARM
NOTES: FILE #




. WORKSHEET . '
APPLICATION FOR PERMIT TO DRILL

APD RECEIVED: 09/30/96 T API NO. ASSIGNED: 43-013-31722

WELL NAME: MONUMENT BUTTE 33-10-9-16

OPERATOR: EQUITABLE RESOURCES (N9890)
PROPOSED LOCATION: INSPECT LOCATION BY: / /
NWSE 10 - T0SS - R16E
SURFACE: 1980-FSL-1980-FEL TECH REVIEW|Initials Date
BOTTOM:: 1980-FSL-1980-FEL
DUCHESNE COUNTY Engineering
MONUMENT BUTTE FIELD (105)
Geology
LEASE TYPE: FED
LEASE NUMBER: UTU - 72107 Surface
PROPOSED PRODUCING FORMATION: GRRV
RECEIVED AND/OR REVIEWED: LOCATION AND SITING:
_ v Plat _ R649-2-3. Unit:
~_,/ Bond: Federal ] Statel[] Feel]
(Number A5 47 15y ) vy~ R649-3-2. General.
Potash (Y/N)
__M 0il shale (Y/N) ____ R649-3-3. Exception.
__ / Water permit
(Number 1. SAHIEL)S ) __ Drilling Unit.
[V RDCC Review (Y/N) Board Cause no:
(Date: ) Date:

COMMENTS :

STIPULATIONS:




STATE OF UTAH,

DIV OF OIL, GAS & MINERALS

Operator: EQUITABLE RESOURCES | Well Name: MON BUTTE 33-10-9-16
Project ID: 43-013-31722 | Location: SEC. 10 - T9S - RI16E
Design Parameters: Design Factors:
Mud weight ( 8.90 ppg) 0.462 psi/ft Collapse 1.125
Shut in surface pressure 2332 psi Burst 1.00
Internal gradient (burst) : 0.060 psi/ft 8 Round 1.80 (J)
Annular gradient (burst) : 0.000 psi/ft Buttress 1.60 (J)
Tensile load is determined using air weight Other 1.50 (J)
Service rating is "Sweet" Body Yield 1.50 (B)
Length Size Weight Grade Joint Depth Drift Cost
(feet) (in.) (1b/ft) (feet) (in.)
1 5,800 5.500 14.00 K-55 ST&C 5,800 4.887
Collapse Burgt Min Int Yield Tension
Load Strgth S.F. Load Strgth S.F. Load Strgth S.F.
(psi) (psi) (psi) (psi) (kips) (kips)
1 2682 3120 1.163 2682 4270 1.59 81.20 189 2.33 J
Prepared by MATTHEWS, Salt Lake City, Utah
Date 11-25-1996
Remarks

GREEN RIVER

Minimum segment length for the

SICP is based on the ideal gas law,

5,800 foot well is 1,500 feet.

a gas gravity of 0.69,

and a mean gas

temperature of 115°F (Surface 74°F , BHT 155°F & temp. gradient 1.400°/100 ft.)

String type: Production

The mud gradient and bottom hole pressures

2,682 psi,

NOTE :

respectively.

(for burst)

The design factors used in this casing string design are as shown above.

are 0.462 psi/ft and

As a general

guideline, Lone Star Steel recommends using minimum design factors of 1.125 - collapse (with

evacuated casing),

1.5 - body yield tension,
was calculated based on the Westcott,

1.0 -

(uniaxial)

burst,
and 1.6 - EUE 8rd tension.
Dunlop and Kemler curve.

for use of this design will be that of the purchaser.

Costs for this design are based on a 1987 pricing model.

1.8 - API 8rd tension,
Collapse strength under axial tension

1.6 - buttress tension,

Engineering responsibility

(Version 1.07)




il )
OPERATOR: EQUITABLE RESOURCES
FIELD: MONUMENT BUTTE (10%5)
SECTION: 10 & 22 T9S R16E
COUNTY: DUCHESNE
SPACING: UAC R649-3-2

..................................................

MONUMENT FED : GRRV
31.8-8-16 % ’ °

MONUMENT FED, 43-10-8-18
B108-16 (%) {

................................................

NUMENT FED
18.8-16Y

MONUMENT FED. bsealiines

2417616 (®

................................................

MONUMENT FED
21-22-9-16Y

MONUMENT FED
GRRV
WV 12266y o

MONUMENT FED.
22086 @

................................

.......................................................

PREPARED:
DATE: 30-SEPT-96



Form 3160-5
(June "1990)

UNITED STATES
DEPARTMENT OF THE INTERIOR
BUREAU OF LAND MANAGEMENT

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to. drill or to deepen or reentry to a different reservoir.

-Use “APPLICATION FOR PERMIT—" for such proposals

FORM APPROVED
Budget Bureau No. 1004-0135
Expires: March 31, 1993

Sdae Pttt TP ng

6. If Indian, Allottee or Tribe Name
n/a

SUBMIT IN TRIPLICA TE

'h }faUnil or CA, Agreement Designation

1. Type of Well
oil - Gas
Well D Well D Other

SN Nyppadind 1isting

2. Name of Operator
Equitable Resources Enerqy Company ‘

9. API Well No.

3. Address and Telephone No.

1601 Lewis Avenue; Billings, MT 59102  (406) 259-7860

) 4. Location of Well (Footage, Sec., T., R., M., or Survey Description)

See attached 1isting

10, Ficld and Pool, or Exploratory Area |
Monument Butfe/Grn River

11, County or Parish, State

See attached 1isting

12, 'CHECK APPROPRIATE BOX(s) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION

TYPE OF ACTION

D Abandonment

Recompletion

D Notice of Intent
m Subsequent Report Plugging Back
Casing Repair

D Final Abandonment Notice L] Altering Casing

D Change of Plans
New Construction
Non-Routine Fracturing
Water Shut-Off

Conversion to Injection

X other paleontology Reports [ Dispose Water

(Note: Repont results of multiple completion on Well
Completion or Recompletion Report and Log form.}

13. Describe Proposgd or Completed Operations (Clearly state all pertinent details, and give pertinent dates, including estimated date of starting any proposed work. If well is directionally drilled,

give subsurface locations and measured and true vertical depths for all markers and zones pertinent to this work.)*

Attached are te paleontology reports which were done on proposed wellsites, access
routes, and gasline routes for the wells on the attached 1isting.

ORIGINAL: Bureau of Land Management (Vernal, UT)
COPY: Utah Division of 0il, Gas and Mining

ECEIVE
0cT 2 2 19%

DIV OF OIL, GAS & MINING
14. 1 hereby cepify that elforegoing isArue and correct Regu] atory and
\¢Zziiéé4ﬁﬂ4¢4VLf’ mwe _ ENvironmental Specialist pue _OCtober 21, 1996
(This spac ‘!. ; é- ' ; ice use)
-Approved by Title Date

Conditions of approval, if any:

Title 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of the United States any false, fictitious or fraudulent statements

or representations as to any matter within its jurisdiction.

*See Instruction on Reverse Slde



'EQUITABLE RESOURCES ENERGY co. “
- MONUMENT FEDERAL #33- 10-9-16 47- 0/.? 3/7‘,2.1
. NW/SE SECTION 10, T9S, R16E, SLB&M
Duchesne County, Utah

. » PALEONTOLOGY REPORT
WELLPAD LOCATION, ACCESS ROAD, & GAS LINE

BY

ALDEN H. HAMBLIN
PALEONTOLOGIST
P.0. BOX 731

VERNAL, UTAH 84078

OCTOBER 15, 1996

e | Vr—ﬁ'ﬂwﬁ [‘ﬂ
00T 2 2 1966 {[_J

DIV OF OIL, GAS & MINING }
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'

RESULTS OF-PALEONTOLOGY SURVEY AT EQUITABLE RESOURCES ENERGY CO. MONUMENT
FEDERAL #33~10-9-16, NW/SE Section 10, T9S, R16E, S.L.B.&M, Duchesne Co.,
Utah. :

Description of Geology and Topography-

This well location is 10 miles south and 2 miles west of Myton, Utah, 1 mile
northwest of Castle Peak Draw. The access road runs northwest and north from
existing well at SW/SE. The well location sits on the southwest side of a
swale with drainage to the northeast. The proposed access road has a cover of
rock fragments and sand until it drops off the hill where it passes over
sandstone outcrops. The southwest side of the well location also has outcrops
of sandstone while the northeast side is covered with sand and rock fragments.

All rock‘outérops in the area are of the Middle Eocene Uinta'Formatioﬁ,'knOWn
for its fossil vertebrate fauna of mammals, turtles, crocodilians, and = .
occasional fish remains and plant impressions. i
Paleontological material found -

No fossils Wéfé foﬁnd dufing the survey on the wellpad,‘road or gas lipe;

Recommendétibnsf\ | '

There is always some potential for encountering significant fossils when
working in the Uinta Formation. If important looking fossil material is found
during construction, a paleontologist should be called to evaluate it.

No other recommendations are being made for paleontology at this location.

) Date CQ& 75, QZAV

Paleontologist
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kF" State of Utah

DEPARTMENT OF NATURAL RESOURCES
NP | bivision oF OIL, GAS AND MINING

355 Waest North Temple
Governor 3 Triad Cen.ter, Suite 350
Ted Stewart Salt Lake City, Utah 84180-1203
Executive Director [J 801-538-5340
James W. Carter 801-359-3940 (Fax)
Division Director 801-538-5319 (TDD)

Michael O. Leavitt

November 25, 1996

Equitable Resources Energy Company
1601 Lewis Avenue
Billings, Montana 59102

Re: Monument Federal 33-10-9-16 Well, 1980’ FSI,, 1980’ FEIL,
NW SE, Sec. 10, T. 9 8., R. 16 E., Duchesne Countv, Utah

Gentlemen:

Pursuant to the provisions and requirements of Utah Code
Ann. 40-6-1 et seq., Utah Administrative Code R649-3-1 et seq.,
and the attached Conditions of Approval, approval to drill the
referenced well is granted.

This approval shall expire one year from the above date
unless substantial and continuous operation is underway, or a
request for extension is made prior to the expiration date. The
API identification number assigned to this well is 43-013-31722.

Sincerely,

R. irth
Associate Director

lwp
Enclosures
cc: Duchesne County Assessor
Bureau of Land Management, Vernal District Office




Operator:

Egquitable Resources Energy Company

Well Name & Number:
API Number:

Monument Federal 33-10-9-16

43-013-31722

UTu-72107
Sec. 10 T. 9 S. R. 16 E.

Lease:
Location: NW SE

Conditions of Approval

1. General
Compliance with the requirements of Utah Admin. R. 649-1 et
seqg., the 0il and Gas Conservation General Rules, and the
applicable terms and provisions of the approved Application
for Permit to Drill.

2. Notification Requirements
Notify the Division within 24 hours following spudding the
well or commencing drilling operations. Contact Jimmie
Thompson at (801)538-5336.

Notify the Division prior to commencing operations to plug
and abandon the well. Contact Frank Matthews at
(801)538-5334 or Mike Hebertson at (801)538-5333.

3. Reporting Requirements
All required reports, forms and submittals shall be promptly
filed with the Division, including but not limited to the
Entity Action Form (Form 6), Report of Water Encountered
During Drilling (Form 7), Weekly Progress Reports for
drilling and completion operations, and Sundry Notices and
Reports on Wells requesting approval of change of plans or
other operational actions.




gl )
SUBMIT IN TRIPLICATE® Form approved. ewan v

F 3160-3
(NzVember 1983) (Other instruct n Budget Bureau No. 1004—0136
U . reverse sid Expires August 31, 1985

(formerly 9—-331C)

DEPARTMENT OF THE INTERIOR S ———
BUREAU OF LAND MANAGEMENT BDHHUEHT&?‘ILUTUJ&W
APPLICATION FOR PERMIT TO DRILL, DEEPEN, OR PLUG BACK “'/ 17 1NDILK, ALLOYTER OR TRIRE Noue
1a. TYPE OF WORK n/a s _
DR"_L @ DEEPEN D PLUG BACK D 7. ONIT AGREEMENT NAM3B
b. TYPE OF WELL n /a
SINGLE MULTIPLE 5. FARM OF LEASE Naxa

or1L oAB
WELL WELL OTHER ZONE 20NE

2. NAME OF OPERATOR

Equitable Resources Energy Company

Monument Federal
9. WELL NO.

3. ADDRISS OF OPERATOR #33-10-9-16
1601 Lewis Avenue; Billings, MT 59102 (406) 259-7860 10, FIELD AND POOL, OR WILDCAT
4. zc:::‘o; eor WELL (Report location clearly and in accordance with any Btate requirements.®) Monument Butte/ Gr‘een Ri ver
NW SE Section 10, T9S, RI16E 1980' FSL, 1980' FEL R SURYET Ok AREL
At proposed prod. sone . Sec. 10’ T9$, R16E

12. COUNTY OR PARISH| 13. BTATE

Duchesne UTAH

14. DISTANCE IN MILES AND DIRECTION FEOXM NEAREST TOWN OR POBT OFFICE®

approximately 10 sules SW

16. NO. OF ACRES IN LEASE 17. NO. OF ACKE8 ASSIGNED
: TO THIS WELL

13. DIBRTANCE FEOM PROPUSED®
LOCATION TO NEAREET
PROPXRTY OF LLCASE LINE, FT

{Also to nerrest drig. unit l'lne. if any)
18. DISTANCE FROM IROIOSED LOCATION® 19. PROPOBED DEPTH 20. ROTARY OR CABLE TOOLS
TO NEARLST WELL, DRILLING, COMPLETED, '
OR APPLIED FOR, ON THIS LEASE, FT. 5,800 Rotary
22. APPROX. DATE WORK WILL BTART®

31. ZIZVATIONS (Sbow whether DF, BT, GR, ete.)

GL 5646.4'

3. PROPOSED CASING AND CEMENTING PROGRAM

BIZE OF ROLE 812k OF CABING WEIGRT I'ER FOOT BETTING DEPTH QUANTITY OF CEMENT

See Drilling Program/Casiing Design

Operator plans to drill this well in accordance with the attached EXHIBITS. A
listing of EXHIBITS is also attached. _
Do onse my

SEP 3 % 199¢

SELF CERTIFICATION: I hereby certify that I am authorized, by proper lease interest owner, to conduct these
operations associated with the application. Bond coverage pursuant to 4%,CER3104 for lease activities is
being provided by Equitable Resources Energy Company as principal and Safeco: Insurance Company of America as
surety under BLM Bond No. MT 0576 (Nationwide Oil & Gas Bond #5547188) who will be responsible for canpliance
with a1l of the terms and conditions of that portion of the lease associated with this application.

ORIGINAL: Bureau of Land Management (Vernal, UT)
COPY: Utah Division of Gil, Gas and Mining
to deepen or plug back, give data on present productive u;ne and ffopo-ed new productive

IN ABOVE SPACE DESCRIBE PROPOSED PROGRAM : It propossl is
zone, 1f proposal is to drill or deepen directionally, give pertinent data on subsurface locations #0d measured and true vertieal depths. - lee blowout

preventer program, if any.

= ’Mw é { Regulatory and
rmue_ Environmental Specialist.  pare Septenber 25,1996

BIGNE
—___ pobbile ~enuman

(This space for Federal or State office use)

" APPROVAL DATE

PERMIT NO.

% % { ACT‘NG Assistant Field Manager NOV 2 6
APPROVED BY TITLE —M-I-HGF&‘-RGSG&FBGG'———_ DATS lgm
CONDITIONS O PROYAL, ANY .

NOTICE OF APPROVAL CONDITIONS OF APPROY e . i ind

TO OPERATOR'S GOPY

[ SRRV e

//67(’@80 'é m "3 / 9 *See Instructions On Revene Side

Title 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of the
United Siates any false. fictitious or fraudulent statements or representations as to any matter within its jurisdiction




Company/Operator:

COAs Page 1 of _9

Well No.: Monument Fed. 33-10-9-16

CONDITIONS OF APPROVAL

APPLICATION FOR PERMIT TO DRILL

Equitable Resources Energy Company

Well Name & Number: Equitable Monument Federal 33-10-9-16

API Number:

Lease Number:

43-013-31722

U-72107

Location: NWSE Sec. 10 T7.9S R._16E

Location Construction

Location Completion
Spud Notice

Casing String and
Cementing

BOP and Related
Equipment Tests

First Production
Notice

NOTIFICATION REQUIREMENTS

at least forty-eight (48) hours prior to construction of
location and access roads.

prior to moving on the drilling rig.
at least twenty-four (24) hours prior to spudding the well.

at least twenty-four (24) hours prior to running casing and
cementing all casing strings.

at least twenty-four (24) hours prior to initiating pressure
tests.

within five (5) business days after new well begins, or
production resumes after well has been off production for
more than ninety (90) days.

For more specific details on notification requirements, please check the Conditions of Approval
for Notice to Drill and Surface Use Program.
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Well No.: Monument Fed. 33-10-9-16
CONDITIONS OF APPROVAL FOR NOTICE TO DRILL

Approval of this application does not warrant or certify that the applicant holds legal or
equitable title to those rights in the subject lease which would entitle the applicant to conduct
operations thereon.

All lease and/or unit operations will be conducted in such a manner that full compliance is
made with applicable laws, regulations (43 CFR 3100), Onshore Oil and Gas Orders, and the
approved plan of operations. The operator is fully responsible for the actions of his
subcontractors. A copy of these conditions will be furnished the field representative to insure
compliance.

Be aware fire restrictions may be in effect when location is being constructed and/or when well
is being drilled. Contact the appropriate Surface Management Agency for information.

A. DRILLING PROGRAM

1. Estimated Depth at Which Qil, Gas, Water, or Other Mineral Bearing Zones are
Expected to be Encountered

Report ALL water shows and water-bearing sands to Tim Ingwell of this office prior to
setting the next casing string or requesting plugging orders. Faxed ccpies of
State of Utah form OGC-8-X are acceptable. If noticeable water flows are detected,
submit samples to this office along with any water analyses conducted.

All usable water and prospectively valuable minerals (as described by BLM at onsite)
encountered during drilling, will be recorded by depth and adequately protected. All oil
and gas shows will be tested to determine commercial potential.

2. Pressure Control Equipment

The BOP and related equipment shall meet the minimum requirements of Onshore Oil
and Gas Order No. 2 for equipment and testing requirements, procedures, etc., for a
2M system and individual components shall be operable as designed. Chart recorders
shall be used for all pressure tests.

Test charts, with individual test results identified, shall be maintained on location while
drilling and shall be made available to a BLM representative upon request.

If an air compressor is on location and is being utilized to provide air for the drilling
medium while drilling, the special drilling requirements in Onshore Oil and Gas Order
No. 2, regarding air or gas drilling shall be adhered to. If a mist system is being utilized
then the requirement for a deduster shall be waived.

The Vernal Field Office shall be notified, at least 24 hours prior to initiating the
pressure tests, in order to have a BLM representative on location during pressure
testing.
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Well No.: Monument Fed. 33-10-9-16

Casing Program and Auxiliary Equipment

Surface casing shall have centralizers on the bottom three joints, with a minimum of
one centralizer per joint.

As a minimum, the usable water and oil shale resources shall be isolated and/or
protected by having a cement top for the production casing at least 200 ft. above the
base of the usable water zone, identified at 2,611 ft. If gilsonite is encountered while
drilling, it shall be isolated and/or protected via the cementing program.

The Vernal Field Office shall be notified at least 24 hours prior to the running and
cementing of all casing strings, in order to have a BLM representative on location while
running and cementing all casing strings.

Mud Program and Circulating Medium

Hazardous substances specifically listed by the EPA as a hazardous waste or
demonstrating a characteristic of a hazardous waste will not be used in drilling, testing,
or completion operations.

No chromate additives will be used in the mud system on Federal and Indian lands
without prior BLM approval to ensure adequate protection of fresh water aquifers.

.Coring, Logging and Testing Program

Daily drilling and completion progress reports shall be submitted to this office on a
weekly basis.

All Drill Stem tests (DST) shall be accomplished during daylight hours, unless specific
approval to start during other hours is obtained from the AO. However, DSTs may be
allowed to continue at night if the test was initiated during daylight hours and the rate

of flow is stabilized and if adequate lighting is available (i.e., lighting which is adequate
for visibility and vaporproof for safe operations). Packers can be released, but tripping
should not begin before daylight unless prior approval is obtained from the AO.

A cement bond log (CBL) will be run from the production casing shoe to + 2,411 ft.
and shall be utilized to determine the bond quality for the production casing. Submit a
field copy of the CBL to this office.

Whether the well is completed as a dry hole or as a producer, "Well Completion and
Recompletion Report and Log" (Form 3160-4) will be submitted not later than 30 days
after completion of the well or after completion of operations being performed, in
accordance with 43 CFR 3164. Two copies of all logs, core descriptions, core
analyses, well-test data, geologic summaries, sample description, and all other surveys
or data obtained and compiled during the drilling, workover, and/or completion
operations, will be filed with Form 3160-4. Samples (cuttings, fluids, and/or gases) will
be submitted when requested by the AO.
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Well No.: Monument Fed. 33-10-9-16

Notifications of Operations

No location will be constructed or moved, no well will be plugged, and no drilling or
workover equipment will be removed from a well to be placed in a suspended status
without prior approval of the AO. If operations are to be suspended, prior approval of
the AO will be obtained and notification given before resumption of operations.

The Vernal Field Office shall be notified, during regular work hours (7:45 a.m.-4:30
p.m., Monday through Friday except holidays), at least 24 hours prior to spudding the
well.

Operator shall report production data to MMS pursuant to 30 CFR 216.5 using form
MMS/3160.

Immediate Report: Spills, blowouts, fires, leaks, accidents, or any other unusual
occurrences shall be promptly reported in accordance with the requirements of NTL-3A
or its revision.

If a replacement rig is contemplated for completion operations, a "Sundry Notice"
(Form 3160-5) to that effect will be filed, for prior approval of the AO, and all conditions
of this approved plan are applicable during all operations conducted with the
replacement rig.

The date on which production is commenced or resumed will be construed for oil wells
as the date on which liquid hydrocarbons are first sold or shipped from a temporary
storage facility, such as a test tank, and for which a run ticket is required to be
generated or, the date on which liquid hydrocarbons are first produced into a
permanent storage facility, whichever first occurs; and, for gas wells as the date on
which associated liquid hydrocarbons are first sold or shipped from a temporary
storage facility, such as a test tank, and for which a run ticket is required to be
generated or, the date on which gas is first measured through permanent metering
facilities, whichever first occurs.

Should the well be successfully completed for production, the AO will be notified when
the well is placed in a producing status. Such notification will be sent by telegram or
other written communication, not later than five (5) days following the date on which
the well is placed on production.

Gas produced from this well may not be vented or flared beyond an initial authorized
test period of 30 days or 50 MMCF following its completion, whichever occurs first,
without the prior written approval of the Authorized Officer. Should gas be vented or
flared without approval beyond the authorized test period, the operator may be directed
to shut-in the well until the gas can be captured or approval to continue venting or
flaring as uneconomic is granted and the operator shall be required to compensate the
lessor for that portion of the gas vented or flared without approval which is determined
to have been avoidably lost.
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Well No.: Monument Fed. 33-10-9-16

A schematic facilities diagram as required by 43 CFR 3162.7-2, 3162.7-3, and 3162.7-
4 shall be submitted to the appropriate District Office within thirty (30) days of
installation or first production, whichever occurs first. All site security regulations as
specified in Onshore Oil & Gas Order No. 3 shall be adhered to. All product lines
entering and leaving hydrocarbon storage tanks will be effectively sealed in
accordance with 43 CFR 3162.7-4.

No well abandonment operations will be commenced without the prior approval of the
AO. In the case of newly drilled dry holes or failures, and in emergency situations, oral
approval will be obtained from the AO. A "Subsequent Report of Abandonment” Form
3160-5, will be filed with the AO within thirty (30) days following completion of the well
for abandonment. This report will indicate where plugs were placed and the current
status of surface restoration. Final abandonment will not be approved until the surface
reclamation work required by the approved APD or approved abandonment notice has
been completed to the satisfaction of the AO or his representative, or the appropriate
Surface Managing Agency.

Other Information

All loading lines will be placed inside the berm surrounding the tank battery.

All off-lease storage, off-lease measurement, or commingling onlease or off-lease will
have prior written approval from the AO.

The oil and gas measurement facilities will be installed on the well location. The oll
and gas meters will be calibrated in place prior to any deliveries. Tests for meter
accuracy will be conducted on initial meter installations and at least quarterly
thereafter. The AO will be provided with a date and time for the initial meter calibration
and all future meter proving schedules. A copy of the meter calibration reports will be
submitted to the Vernal Field Office. All meter measurement facilities will conform with
Onshore Qil & Gas Order No. 4 for liquid hydrocarbons and Onshore Oil & Gas Order
No. 5 for natural gas measurement.

The use of materials under BLM jurisdiction will conform to 43 CFR 3610.2-3.

There will be no deviation from the proposed drilling and/or workover program without
prior approval from the AO. Safe drilling and operating practices must be observed.
All wells, whether drilling, producing, suspended, or abandoned will be identified in
accordance with 43 CFR 3162.

"Sundry Notice and Report on Wells" (Form 3160-5) will be filed for approval for all
changes of plans and other operations in accordance with 43 CFR 3162.3-2.
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Well No.: Monument Fed. 33-10-9-16

Section 102(b)(3) of the Federal Oil and Gas Royalty Management Act of 1982, as
implemented by the applicable provisions of the operating regulations at Title 43 CFR
3162.4-1(c), requires that "not later than the 5th business day after any well begins
production on which royalty is due anywhere on a lease site or allocated to a lease
site, or resumes production in the case of a well which has been off production for
more than 90 days, the operator shall notify the authorized officer by letter or sundry
notice, Form 3160-5, or orally to be followed by a letter or sundry notice, of the date on
which such production has begun or resumed.”

If you fail to comply with this requirement in the manner and time allowed, you shall be
liable for a civil penalty of up to $10,000 per violation for each day such violation
continues, not to exceed a maximum of 20 days. See Section 109(c)(3) of the Federal
Oil and Gas Royalty Management Act of 1982 and the implementing regulations at
Title 43 CFR 3162.4-1(b)(5)(ii).

APD approval is valid for a period of one (1) year from the signature date. An
extension period may be granted, if requested, prior to the expiration of the original
approval period.

In the event after-hours approvals are necessary, please contact one of the following
individuals:

Ed Forsman (801) 789-7077
Petroleum Engineer

Wayne P. Bankert  (801) 789-4170
Petroleum Engineer

Jerry Kenczka (801) 789-1190
Petroleum Engineer

BLM FAX Machine (801) 781-4410
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Well No.: Monument Fed. 33-10-9-16

EPA'S LIST OF NONEXEMPT EXPLORATION AND PRODUCTION WASTES

While the following wastes are nonexempt, they are not necessarily hazardous.

Unused fracturing fluids or acids
Gas plant cooling tower cleaning wastes
Painting wastes

Oil and gas service company wastes, such as empty drums, drum rinsate, vacuum truck
rinsate, sandblast media, painting wastes, spend solvents, spilled chemicals, and waste acids

Vacuum truck and drum rinsate from trucks and drums, transporting or containing nonexempt
waste

Refinery wastes

Liquid and solid wastes generated by crude oil and tank bottom reclaimers
Used equipment lubrication oils

Waste compressor oil, filters, and blowdown
Used hydraulic fluids

Waste solvents

Waste in transportation pipeline-related pits
Caustic or acid cleaners

Boiler cleaning wastes

Boiler refractory bricks

Incinerator ash

Laboratory wastes

Sanitary wastes

Pesticide wastes

Radioactive tracer wastes

Drums, insulation and miscellaneous solids.
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Well No.: Monument Fed. 33-10-9-16

SURFACE USE PROGRAM
Conditions of Approval (COAs)

METHODS FOR HANDLING WASTE MATERIALS AND DISPOSAL

The reserve pit shall be lined with a synthetic liner that is a minimum of 12 mil thickness with

sufficient bedding to cover any rocks. The liner will overlap the pit walls and be covered with dirt
and/or rocks to hold it in place. No trash, scrap pipe, etc., that could puncture the liner will be

disposed of in the pit.

Plans For Reclamation Of Location

When reclaiming the reserve pit, the pit liner will be torn and perforated before backfilling the
reserve pit and the torn liner will be buried a minimum of four (4) feet deep. If this is a producing
well and after the reclamation of the reserve pit, and unused disturbed areas, contact the

authorized office to obtain a seed mixture to revegetate these specific areas.

At time of final abandonment the intent of reclamation will be to return the disturbed area to near
natural conditions. Recontour the surface of the disturbed area to blend all cuts, fills, road
berms, and borrow ditches to be natural in appearance with the surrounding terrain. After
recontouring of the area any stockpiled topsoil will be spread over the surface, and the area
reseeded and revegetated to the satisfaction of the authorized officer of the BLM. Contact the

authorized officer of the BLM at the time of reclamation for the required seed mixture.

Other Information

The operator or their contractor shall contact the BLM office at (801)789-1362, 48 hours prior to

construction activities.

Raptor Habitat
Due to raptor habitat in the area, if this is a producing well the operator is required to install a
multicylinder engine to the pumping unit to limit noise impacts to nesting raptor species.



-
.
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Well No.: Monument Fed. 33-10-9-16

MOUNTAIN PLOVERS & BURROWING OWLS

No surface disturbing activities, construction, or drilling operations including the initial completion
activities are to occur on the well, access road, or location from March 15 through August 15.
This restriction is to protect the nesting Mountain Plovers and Burrowing Owls located in the
surrounding area. The restriction does not apply to maintenance and operation of existing wells
and facilities. Waivers, exceptions, or modifications to this restriction may be specifically
approved in writing by the authorized officer of the Bureau of Land Management if either the
resource values change or the lessee/operator demonstrates that adverse impacts can be

mitigated.

An example of an exception: could be to contact the authorized officer of the BLM to coordinate
additional surveys for mountain plover & burrowing owl. The notification will be required a
minimum of 14 days prior to surface disturbance to allow time to conduct a wildlife survey. If an
active nest or chicks are found, the proposed activity will be delayed until the chicks are out of

downy plumage or the brood vacates the area.




DIVISION OF OIL, GAS AND MINING

SPUDDING INFORMATION

Name of Company:_EQUITABLE RESOURCES

Well Name:_MONUMENT FEDERAL 33-10-9-16

Api No._ 43-013-31722

Section:_10 Township:_9S Range:_16E

Drilling Contractor UNTION

County:_ DUCHESNE

Rig #_17

SPUDDED:

Date_3/3/97

Time

How_ROTARY

Drilling will commence

Reported by D. INGRAM

Telephone #

JLT

Date: 3/3/97 Signed:

Tsh

CONFIDEN:

§og Bed
TS

4



. UNITED STATES
DEPARTMENT OF THE INTERIOR
/ . BUREAU OF LAND MANAGEMENT

SUNDRY NOTICES AND REPORTS ON WELLS

Form 3160-5
(June 1990)

Do not use this form for proposals to drill or to despen or reentry to a different reservolr.

Use “APPLICATION FOR PERMIT—" for such proposals

" FORM APPROVED
Budget Burcau No. 1004-0135
Expires: March 31, 1993

S. Lease Designation and Serial No.

UTU72107

6. If Indian, Allottee or Tribe Name

n/a

7. If Unit or CA, Agrecinent Designation

i. T?pe of Well

SUBMIT IN TRIPLICATE
wer [ W

n/a

8. Well Name and No.

D Other e -
2. Name of Operator el
Equitable Resources Frergy Canparty

9. APl Well No,

Mouwment Fed. #33-10-9-16

3. Address and Telephone No.

16C1 Lewis Averve, Billings, MI 59102  (406) 259-7800

43-013-31722

10, Fleld and Pool, or Exploratory Area

4. Location of Well (Foouage, Sec., T.. R.. M., or Survey Description)
MW SE Section 10, T9S, RI6E
1980" FSL & 1980' FEL

Moiment Butte/Green River

11, County or Parish, State

Duchesne County, Utah

a2,

CHECK APPROPRIATE BOX(s) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION

TYPE OF ACTION

D Notice of Intent D Abandonmment

Recompletion
E Subsequ:hl Repont Plugging Back
Casing Repais
Alicting Cas

D Finsl Abandoninent Notice 1[;{
(X omer _Spud of well

D Change of Plans
New Construction
Non-Routine Fraciuring
Water Shut-Off
Cunversion (o Injection

Disposec Water

(Note: Report results of muliiple completion on Wi
Completion or Recompletion Report and Log forn

13. Describe Proposed or Completed Operations (Clearly state a
glve subsurface locations and mecasured and true vertical depths for all markers and zones pertinent to this work.)®

This well spd on 3-1-97.

Original: Bureau of Land Management, Vernal District OFfice
Copy: State of :Utah

[ pertinent details, and give pertinent dates, including estimated date of starting any proposed work. If well Is directionally drll

14, | hereby certily that the foregging is true and, coriccl
sumMM«

Tile

3-5-97

Date

Operations Technician

(This space for Federal ol Siate office use)

Approved by Title

Date

Conditions of approval, if any:

Tide 18 U.S.C. Section 1001, makes It a crime for any, person knowingly and willfully to make to any deparument or agency of the United States any false, fictitious or fraudulent state:

of tepresentations as to any matier within fs jurisdiction.

*See Instruction on Reverse Side




STATE O

F uray

DIVISION OF OIL, GAS AND MINING oreraror Hyuitable REsources Frergy Camparty operaTOR accT. No. M XX
ENTITY ACTION FORM - rord 6 aonress __1601 Lewis Avene .
Billings, MI 59100
(406) 259-7860 .
ACTION | CURRENT MEY APT MUMDER WELL NAME : WELL | QCATIO SPUD EFFECTIVE
CODE EMTITY NO.|ENTITY NO. 0Q SC TP RG COuMTY DATE DATE
A ‘]CM? J 057 | 4301331722 Moument Fed. #33-10-9-16 MISE| 10 | 95 | 16E | Duchese 3-1-97 3-1-97
WELL 1 COHHENTS:r i . e
EnNy QL‘/GZ(('/ Z-lz-17. "
~e
Spud of a new well. ‘
'WELL 2 COMHENTS: -
WELL 3 COMMENTS:
WELL 4 COMMENTS:
WELL 5 COMMENTS:
ACTION CODES (See instructions on back of farm) &4 ;
A - Establish new entity for new well {single well only) Q(bi LL i \\JQA/
B - Add new well to existing entity (gron;p or unit well) tsti ‘ Signature {
C ~ Re-assiygn well from one existing entity to another existing entity . . . .
D - Re-assign well from one existing entity to a new entity P Operatlons Technician 3597
E - Other (explain in conments section) . o - Title Date
HOTE: Use COMMENT section to explain why each Action Code was selected. > - Phone No., ( _ }
"::\z

(3/89)




UNITED STATES
DE